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IN THE COURT OF COMMON PLEAS

MUSKINGUM COUNTY, omo
~,.I'" ~y

STATE OF omo, ex reI.
BETTY D. MONTGOMERY
ATTORNEY GENERAL OF omo,
Environmental Enforcement Section
30 East Broad St, 25th Floor
Columbus, Ohio 43215-3428,

CASE NO. 03CHOO21

JUDGE ZWELLING
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Plaintiff,

v.

MUSKINGUM COUNTY
401 Main Street
Zanesville, Ohio 43701

Defendant.

CONSENT ORDER

,.,

-
The Complaint in the above-captioned matter having been filed herein, and Plaintiff

State of Ohio by its Attorney General Betty D. Montgomery (hereinafter referred to as

"Plaintiff') and Defendant, Muskingum County, (hereinafter referred to as "Defendant") having

consented to the entry of this Order,

NOW THEREFORE, witho~t trial of any issue of fact or law, and upon consent of the

parties hereto, it is hereby ORDERED, ADJUDGED AND DECREED as follows:

JURISDICTION AND VENUE~-~I.

The Court has both personal and subject matter jurisdiction over the Parties. The1.

Complaint states a claim upon which relief can be granted against Defendant under Chapter

6111 of the Ohio Revised Code (hereinafter referred to as "RC.") and the rules promulgated
)

\
\:

~~ under that chapter. Venue is proper in this Court.



,f

II. PERSONS BOUND~ -~-

2. All terms and provisions of this Consent Order shall apply to and be binding

upon Defendant and its assigns, successors in interest and others bound by Rule 65(D) of the

Ohio Rules of Civil Procedure, who are or wiH be acting in concert and/or in privity with the

Defendant. The Defendant shall provide a copy of this Consent Order to each contractor and/or

consultant employed to perform any and all work itemized herein and each general contractor

shall provide a copy of this Consent Order to each of its subcontractors for such work.

HI. SATISFACTION OF LAWSUIT AND RESERVATION OF RIGHTS

3. Plaintiff alleges in its Complaint that the Defendant operates and has operated its

wastewater treatment plants (hereinafter "WWTP") and sewer systems in such a manner as to

result in violations of the requirements of its National Pollutant Discharge Elimination System

(hereinafter "NPDES") Permits issued to it by the Director of Ohio EP A and in violation of

Ohio's water pollution control laws, R.C. Chapter 6111 and the regulations adopted thereunder.

Defendant specifically disputes Plaintiff's allegations, however, compliance with the terms of

this Consent Order shall constitute full satisfaction of any civil liability by Defendant for the

claims under such laws as alleged in the Complaint against Defendant.

4. Nothing in this Consent Order shall be construed so as to limit the authority of

the State of Ohio to seek relief against other appropriate persons, not covered by this Consent

Order for claims or conditions alleged in this complaint. Nothing in this Consent Order shall be

construed so as to limit the authority of the State of Ohio to seek relief against Defendant or

other appropriate persons for claims or conditions not alleged in the Complaint, including

violations which occur after the filing of the Complaint, nor shall anything in this Consent Order
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limit the right of Defendant to any defenses it may have for such claims. Similarly, nothing in

this Consent Order shall be construed so as to limit the authority of the State of Ohio to

undertake any action against any person, including Defendant, to eliminate or mitigate

conditions which may present a threat to the public health, welfare or the environment.

IV. PERMANENT INJUNCTION

5.

Defendant is hereby permanently enjoined and immediately ordered as follows:

A.

Except as otherwise provided in this section, Defendant is peffilanently
enjoined and ordered to immediately comply with the requirements of
R.C. Chapter 6111 and the rules adopted thereunder, and the teffils and
conditions of all its NPDES Peffilits, and any renewals or modifications
thereof.

B.

By June 1, 2004 the Defendant shall develop and submit to the Ohio EP A
for approval two copies ora collection system operation and maintenance
manual. The manual shall include and address at a minimum, in detail,
each item in Attachment "A" and shall cover every collection system
owned by the Defendant.

c. Defendant shall immediately begin assessing the current physical
conditions of every collection system owned by Defendant.
i. By June 1, 2004, the Defendant shall submit an engineering

report, which evaluates 33% of the Defendant's collection system
to Ohio EP A.

ii. By June 1,2005, the Defendant shall submit a second engineering
report evaluating an additional 33% of the Defendant's collection
system to Ohio EP A,

iii. By June 1, 2006, the Defendant shall submit a final engineering
report, which evaluates the remainder of the of the Defendant's
collection system to Ohio EP A.

iv. These reports shall include a description of the system, the
problems identified, Defendant's plan for engineering and
construction to correct any identified problems, and Defendant's
preliminary schedule for system remediation. For every
component in the collection systems, the Defendant must:
a. Detennine whether the component has adequate capacity

to convey base FN 1 and peak flows. Where modeling is

FN 1 Definition of "Base": the amount of flow that is expected to be in the sewer including infiltration that is
independent of precipitation.
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b.

used to estimate peak flows, a description of the model
parameters used to estimate the peak flows should
accompany the determination;
Where the Defendant determines that one or more
components lacks adequate base or peak flow capacity, the
Defendant must identify:

(1) Components of the collection system that do not
provide adequate capacity to convey base flows or peak flows; and

(2) Measures for either providing additional capacity or
reducing flows, including proposed dates for providing such
measures.

D.

v. On or before July 1, 2006, Defendant shall submit to Ohio EPA
SEDO, Attn: Enforcement Group Leader for approval a proposed
schedule for completing all repairs and remedial actions described
in the three collection system evaluation reports. Where feasible
and appropriate, Defendant shall make repairs to the collection
system throughout the study and Defendant will submit with the
yearly reports any infonnation on repairs that have been
completed.

The Defendant shall achieve compliance with the filial effluent limitations
of the effective NPDES Pennit for the West Muskingum Subdivision
sewage disposal system in accordance with the following schedule:

1.

111.

IV.

By January 1, 2003, the Defendant shall submit to Ohio EP A a
complete Pennit to Install application and approvable plans for
improvements to its sludge holding facility. The treatment works
must be consistent with R.C. Chapter 6111 and the rules
promulgated thereunder, and the standards in the Ohio EP A
Manual: Sewage: Collection, Treatment & Disposal Where
Public Sewers are not Available. (Attachment "B")
By March 1,2004, the Defendant shall initiate construction of the
improvements to the sewage disposal system.
By June 1, 2004, the Defendant shall complete construction of the
improvements to the sewage disposal system.
By December 1, 2004, the Defendant shall achieve compliance
with the final effluent limitations of the effective NPDES Pennit
for the West Muskingum Subdivision sewage disposal system.

E.

The Defendant shall proceed to connect the Stonehenge and Lakeland
Hills Subdivision sewerage systems to the City of Zanesville wastewater
disposal system through the proposed Bartlett Run/Falls Township Trunk
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Sewer in accordance with the following schedule:

(i) By December 1, 2003, the Defendant shall submit to Ohio EPA a
complete Permit to Install application and approvable plans for
connecting the Bartlett Run/Falls Township Trunk Sewer and the
wastewater sewerage systems to the City of Zanesville wastewater
disposal system.
(ii) By September 1, 2004, the Defendant shall initiate construction of
the collection system improvements.
(iii) By March 1, 2006, the Defendant shall complete construction of
the collection system improvements.

v. TIME EXTENSIONS---

6.

If any date for perfonnance falls upon a weekend or state or federal holiday, the

time for performance is extended to the next working day following the weekend or holiday.

VI. SUBMITTAL OF DOCUMENTS~ ~ ~--~. --

7.

All required documents required under this Consent Order shall be submitted to:

Ohio EP A
Southeast District Office
2195 Front Street
Logan, Ohio 43138
Attn.: Surface Water Unit SuDervisor

VII. CIVIL PENAL TV

8. Pursuant to R.C. Section 6111.09, it is hereby ordered that Defendant shall pay to

the State of Ohio a cash civil penalty of ($25,000.00). Civil penalty payment shall be paid by

certified check for the appropriate amount, made payable to "Treasurer, State of Ohio," which

check shall be delivered by mail, or otherwise, to lena Suhadolnik, Administrative Assistant, or

her successor, at the Ohio Attorney General's Office, Environmental Enforcement Section, 30

East Broad Street, 25th Floor, Columbus, Ohio 43215-3428.
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VIII. SUPPLEMENTAL ENVIRONMENTAL PROJECT

9.

In lieu of additional civil penalty of $ 115,000, and in furtherance of the mutual

objectives of the State of Ohio and Muskingum County in improving the waters of the State and

the environment, Defendant Muskingum County agrees to construct as part of the Bartlett

Run/Falls Township Trunk Sewer project a sanitary sewer collection system for the currently

unsewered portion of the Lakeland Hills subdivision identified in Attachment C. This new

system will provide wastewater collection and treatment for approximately 100 housing units, a

school and two commercial establishments. Construction of this collection system shall be

completed by June 31, 2006.

VIII. STIPULATED PENALTIES

10. In the event that Defendant fails to meet any of the deadlines and requirements of

this Consent Order, Defendant shall pay a stipulated penalty for each failure according to the

following payment schedule: (a) for each day of each failure to meet each deadline or

requirement, up to thirty (30) days -Five Hundred Dollars ($500.00) per each day for each

deadline or requirement not met; (b) for each day of each failure to meet each deadline or

requirement, from thirty-one (31) to sixty (60) days--Seven Hundred and Fifty Dollars

($750.00) per day for each deadline or requirement not met; (c) for each day of each failure to

meet each deadline or requirement, over sixty-one (61) days-One Thousand Dollars ($1000.00)

per each day for each deadline or requirement not met.

11. Any payment required to be made under the provisions of Section VIII of this

Consent Order shall be made by delivering to Jena Suhadolnik, or her successor, at the address

set forth in Section VII within forty-five (45) days from the date of the failure to meet the
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requirement of the Consent Order, a certified check or checks for the appropriate amount( s),

made payable to the order of "Treasurer, State of Ohio." Defendant shall also state in writing

the specific failure of the Consent Order which was not complied with, and the date(s) of non-

compliance. The payment of stipulated penalties by the Defendant and the acceptance of such

stipulated penalties by the Plaintiff for specific violations pursuant to Section VIII shall not be

construed to limit Plaintiffs authority to seek judicial enforcement of this Consent Order.

x. COMPLIANCE NOT DEPENDENT ON GRANTS OR LOANS-~ '-

12. Performance of the terms of this Consent Order by Defendant are not conditioned

on the receipt of any Federal or State grant or loan funds. In addition, Defendant's perfonnance

is not excused by the failme to obtain any Federal or State grant or loan funds, or by the

processing of any applications for the same.

XI. POTE~TIAL FORCE MAJEURE

13. If any event occurs which causes or may cause a delay in Defendant's

compliance with any requirement of this Consent Order, Defendant shall notify the Ohio EP A in

writing within ten (10) days from when the Defendant knew, or by the exercise of due diligence

should have known, of the event. The notification to Ohio EP A shall describe in detail the

anticipated length of the delay, the precise cause or causes of the delay, the measures taken and

to be taken by the Defendant to prevent or minimize the delay, and the timetable by which those

measures will be implemented. Defendant shall adopt all reasonable measures to avoid or

minimize any such delay.

14. In any action by the Plaintiff to enforce any of the provisions of this Consent

Order, Defendant may raise that it is entitled to a defense that its conduct was caused by reasons
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entirely beyond its control such as, by way of example and not limitations, acts of God, strikes,

acts of war or civil disturbances. While the Plaintiff does not agree that such a defense exists, it

is, however, hereby agreed upon by Defendant and the Plaintiff that it is premature at this time

enforce this Consent Order is commenced by the Plaintiff. At that time, Defendant will bear the

burden of proving that any delay was or will be caused by circumstances entirely beyond the

control of Defendant. Unanticipated or increased costs associated with the implementation of

any action required by this Consent Order, or a change in Defendant's financial circumstances,

shall not constitute circumstances entirely beyond the control of Defendant or serve as a basis

for an extension of time under this Consent Order. Failure by Defendant to timely comply with

the notice requirements of this Section shall render this Section void and of no force and effect

as to the particular incident involved and shall constitute a waiver of Defendant's right to

request an extension of its obligations under this Consent Order based on such incident. An

ext~nsion of one date based on a particular incident does not mean that Defendant qUalifies for

an extension of a subsequent date or dates. Defendant must make an individual showing of

proof regarding each incremental step or other requirement for which an extension is sought.

Acceptance of this Consent Order without a Force Majeme Clause does not constitute a waiver

by Defendant of any rights or defenses it may have under applicable law.

XII. RETENTION OF JURISDICTION

15. The Court will retain jurisdiction of this action for the purpose of enforcing and

administering Defendant's compliance with this Consent Order.
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XI. .C(!I.J{{'I' {~OST~

16. D~[l:iJ(J;m"t j.t; hereby ()l"deroo to p::lY Ul0 COllrt costs of thi~ action.

XIII. }~N:!"J"t." OI~' CONS[i';Nrr ORDRR ANI) FJNA1,"JUJ)CMEN'1' JJ\T CI.J~l{I(
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17- rIlle P_11lics <Il!rcc and acknowJcdg() that final approval by tht: Plain1i1f ~I1ci 1hc

r)~~fC'nd:lnl nnd entry (If 1his Con~cnl Ordcr is subjccL to tho requiremcnL.<; of 40 C.l.'.R.

1 :.3.27(u)(! )(iii), whicl. pr()vidc~ for notice oftbe lodgillg of thc Consent Order, optJOrllmUy for

public COmml.:ilt, fil\lI tlIc cull$idcraunn of any public commcnL"i; Dotl) Plaintiff nod the

I )r:.lel1cl::lnl rC~Cl \'0 the rir.lll to withdraw 111i... (:ollSunl Order ba..,e<1 upon comments r~ceivcd

during the pl!blic comment period. De1~lldant shall p~y 1110 costs of public l'Ioticc associated

wjtJI this Con<;t'lli O((ler.

J 8. I)ursuanl to Itu{e 58 or the Ohio Rulcs or Civil Procedure, upon siJ!,ning o[ this

(;onscllt Order by thc Court, fl1c clerk is hereby dir~cted to enter ii upon tllC joutllal. Wi1l1in

111rc.~c (3) d:IYS or (;Iltel-in~ tllC ,;udgnlenI upon the journal, tho clerk is hcreby directed {<'I ~ervc

'Iron Lhe parLics notice of fue j\1dgmcnt and its date of entry upon tile jourIluJ in tl}e rnallnCr

proscribed by ],\110 5(1~) or fhe Ohio Rules of Civil Procedure and notc the sclvice in {]1e

~Pi)~aro1J1CU dclcl-:Cl.

IT IS '<':0 OJ~DERI!:D.

DA '[1~
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XI. COURT COSTS~~ --

Defendant is hereby ordered to pay the court costs of this action.

The parties agree and acknowledge that final approval by the Plaintiff and the

Defendant and entry of this Consent Order is subject to the requirements of 40 C.F.R

public comment, and the consideration of any public comments. Both Plaintiff and the

Defendant reserve the right to withdraw this Consent Order based upon comments received

during the public comment period. Defendant shall pay the costs of public notice associated

with this Consent Order.

18. Pursuant to Rule 58 of the Ohio Rules of Civil Procedure, upon signing of this

Consent Order by the Court, the clerk is hereby directed to enter it upon the journal. Within

three (3) days of entering the judgment upon the journal, the clerk is hereby directed to serve

upon the parties notice of the judgment and its date of entry upon the journal in the manner

prescribed by Rule 5(B) of the Ohio Rules of Civil Procedure and note the service in the

appearance docket.

IT IS SO ORDERED.

DATE JUDGE, COURT OF COMMON PLEAS
MUSKINGUM COUNTY

9



;"Q'It f"!"', -"I
APPROVED ., ,.." " /" .- j '-Ii.'.,~.~Iv,~.;..",'...jl

llM PETRO,

ATTORNEYGENEn~T.:ou..:,omO'(I). :-a:r+~J ~~, ~~ .,...1 l"",:1

r;;7 :,." "':"..""'I":lr",y/~ " "';.;i;:'...",

THOMAS P. BEHLEN (0042721)
Assistant Attorneys General
Environmental Enforcement Section
30 East Broad Street, 25th Floor

Columbus, Ohio 43215-3428
(614) 466-2766

-"",~~~~...J ~~~~~~~~~~~~~~ ,,-
KEVIN L. SHOEMAKER (0017094)
Shoemaker, Howarth & TaylorLLP
471 East Broad Street, Suite 2001
Columbus, Ohio 43215
(614) 469-0100

Counsel for Plaintiff State of Ohio Counsel for Defendant Muskingum County
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ATTACHMENT A
Collection System O&M Manual

Table of Contents
.I. Introduction

A. Introduction
B. History of collection system
C. Description of collection system
D. Entities served
E. Ordinances/legal/contractual agreemepts

II. Permits/Design & Construction Standards
A. General
B. Permits required for new connections
C. Standards for new construction
D. Inspection of new construction

III. System Information
A. Collection system maps
B. Design information (Size, capacity of sewers, pump stations)

IV. Collection System Operation and Maintenance
A. General information
B. Schedule for m$tenance/inspection
C. Problem areaS
D. Cleaning and maintenance methods

1. Equipment available/where located
2. Are maintenance personnel provided with all necessary service equipment

and tools for their work and for their protection
3. Use of equipment
4. Flushing
5. Rodding
6. Root control
7. Odor control

E. Chemical Dosing
1. Odor control
2. Insect/Rodent Control
3. Root control
4. Grease Deposits

F. Stoppages and Obstructions
1. Causes
2. Locations on system where they are common
3. How to remove
4. Equipment available
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G. Minor Sewer Repairs
1. General
2. Causes of Failure
3. Repair methods

(i) Sealing
(ii) Lining
(iii) Replacement
(iv) Relief

H. Manhole Repair and Cover Adjustment

v. Pump StationsIF orce Mains
A. Design information

1. Plans/schematics
B. Valve locations/functions

1. Maintenance requirements
2. Lubrication requirements

C. Electrical System
D. Typical operating problems/troubleshooting
E. Emergency operation
F. Alarms/telemetry
G. Spare parts inventory requirements
H. Locations/companies to provide service/repair
I. Air relief valves

VI. Safety
A. General information

~

B. Are maintenance personnel provided with all necessary service equipment and tools
for their work and for their protection

C. Is a training program established for new maintenance employees
D. Hazards
E. Safety Equipment
F. Training requirements
G. Chemical handling
H. Confined space precautions
I. References

VII. Records
A. Maintenance records/service request fonns maintained
B. Are accurate inspection and maintenance records kept:

1. To document that the program is conducted as described in the O&M manual
2. To document the effectiveness of the program
3. To allocate budget costs for each specific maintenance procedure

C. Pump station operating records
1. Time of operation of pumps
2. Electrical usage
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3. Records of complaints
D. Equipment records
E. Operating costs

VIII. Emergency Response
A. General
B. Potential problems
C. Equipment available
D. How to respond to spills .
E. Who to contact
F. List of companies to contract to clean up spills into sewers

IX. Personnel
A. Staffing requirements
B. Qualificatipns/Job requirements

x.

Appendices
1. Sewer use ordinances
2. Sources for service and parts
3. Equipment suppliers
4. Manufacturer's equipment manuals5. 

References
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ATTACHMENTB
Ohio EP A Manual:

Sewage: Collection, Treatment & Disposal
Where Public Sewers are not Available
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Administration

Laws and Rules for Submittal of Plans

Section 6111.44 of the Revised Code requires that all plans for sanitary sewers and sewage treatment
devices for all buildings and places other than a private residence or dwelling (one, two, or three
family) be submitted to and approved by the Ohio Environmental Protection Agency before
construction is begun.

Section 6111.45 of the Revised Code requires that all plans for the disposal of industrial wastes be
submitted to and approved by the Ohio Environmental Protection Agency before construction is
begun.

The following rules of the Administrative Code contain-'osewage treatment requirements which are

of Health:

Chapter 370 1-25 of the Administrative Code, Recreation Vehicle Parks, Recreational
Camps and Combined Park-Camps.

Chapter 3701-27 of the Administrative Code, Mobile Home Parks.

Chapter 3701-31 of the Administrative Code, Swimming Pools.

Chapter 3701-35 of the Administrative Code, Marinas.

The following rules have been adopted by the Ohio Environmental Protection Agency in accordance
with state administrative procedures:

Chapter 3745-01 of the Administrative Code, Water Quality Standards.

Chapter 3745-07 of the Administrative Code, Wastewater Works Personnel.

Chapter 3745-31 of the Administrative Code, Pennits to Install New Sources of
Pollution.

Chapter 3745-33 of the Administrative Code, Ohio NPDES Permits.

These rules are subject to change by the director after public hearing in accordance with state
administrative procedures. Reguiarusers of this policy are encouraged to inquire about changes to
avoid reliance on superseded rules. Copies of all Ohio Environmental Protection Agency rules may
be obtained from W. H.AndersonPublishingCompany ,2035 Reading Roa4, Cincinnati, Ohio 45201,
(513) 421-4142. Copies of the Ohio Environmental Protection Agency individual rules, Chapter
3745 of the Administrative Code, are available from the Hearing Clerk, Ohio EP A, P. O. Box 1049,
Columbus, Ohio 43266-0149, (614) 644-2115. Copies of the Ohio Department of Health individual
rules, Chapter 3701 of the Administrative Code, are available from the Ohio Department of Health,
246 North High Street, Columbus, Ohio 43215, (614) 466-5190.

1



Other state statutes and rules of interest to users of this policy include the following:

Sections 3703.01-09 of the R~vised Code and Chapter 4101:2-51 of the
Administrative Code cover submittal of plans for plumbing to the Ohio Department
of Health or proper local authorities.

Sections 3732.01-08 of the Revised Code and Chapter 3701-21 of the Administrative
Code cover the submittal of plans for food service operations and equipment to the
local health department.

Section 3745.11 of the Revised Code covers fees which must be paid for permit to
install and plan review submittals.

Section 3791.04 of the Revised Code and Chapter 4101:2-1 of the Administrative
Code (Ohio Basic Building Code) cover submittal of plans for, buildings to the
Division of Factory and Building Inspection, Ohio Department of Industrial Relations
or to the local certified building departments.

Antide!!fa~tion

New source discharges to waters of the state will require an antidegradation review that may result
in a public notice and hearing process. As a result of the review, discharge may not be allowed or
more stringent treatment may be required. Contact the district office for details prior to submitting
plans.

Procedure

Before procuring the site for a building where public water and/or sewer services are not available,
contact the district office of the Ohio Environmental Protection Agency (see map of districts,
appendix page 47). The district office can give advice on the relative merits of a site or sites with
regard to sewage disposal. Satisfactory location for the discharge of the effluent from sewage
treatment plants may not be feasible. The investigation should be made before plans are started.
Some sites are not acceptable for sewage disposal.

Plans shall be prepared by a professional engineer familiar with sewerage systems in compliance with
Sections 4733.01 through 4733.25 and 4733.99 of the Revised Code.

How To Submit PlilllS

Plans must be submitted by the owner, his engineer, or agency of the owner to the district office
having jurisdiction, in the following manner:

1) An application for a pennit to install and appropriate appendices shall be submitted in
accordance with infonnation provided by the Ohio EP A district office for the project.

2) Appropriate application and plan review fees in accordance with Chapter 3745.11 of the
Revised Code shall be paid.
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3) Four (4) sets of plans for sewage treatment (additional copies may be necessary if local
agencies, communities, engineers, etc., require approved copies. Contact the district
office having jurisdiction for the proper number of plans to be submitted.)

4)

5) If the finished project will be owned by anyone other than the applicant for the pennit to
install (i.e., city, county, sewer districts, etc.), a signed contract or similar indication of
approval of plans and acceptance of the project by the fmal owner shall be submitted with
plans,.

6) Design data, specifications, and other pertinent infonnation (design data may be shown
on the plans or in the specifications).

7) Certificate of Supervision for Installation and Operation of Treatment Plant with
wastewater discharge.

8) NPDES permit application.

9) Estimate of construction costs of sewerage system.

10) Appropriate data sheets (sanitary sewer, pump station, wastewater facility).

11) Public Utilities Commission (PUCO). If a privately-owned, public utility, as specified in
Sections 6112.03 and 4933. 75 of the Ohio Revised Code, applies for a PTI or an NPDES
pennit, a FUCa certificate of Public Convenience and Necessity or a Fuca notification
of relief from jurisdiction is required. Contact the appropriate Ohio EPA district office
for clarification.

12) An engineering report describing any unusual design features or operation features necessary
to enable the plant to achieve the required effluent quality.

Infonnation Reguir~d on Plans

1) Name and type of building or project.

2) Owner's name and address.

3) Location by:
a) county and municipality or township and sewer district;
b) highways or streets;
c) north arrow; and
d) vicinity map.

4) Engineer's name, address, and registration number.

5) Date plans were prepared and/or revised.
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6) Scale or scales to which plans are drawn,

7) Plans must consist of the following drawings:
a) site plan showing:

I) Immediate area concerned indicating contours, elevations,
property lines, drainage courses, and outfalls from treatment
works and curtain drains;

2) Outline of existing and proposed buildings, driveways,
parking areas, etc., and designation by distance or outline of
buildings on adjacent property;

3) Sewage treatment plant location (new and/or existing plant);
4) Existing and proposed water supply -show the location of all

wells up to 10,000 gpd within 150 feet and all wells over
10,000 gpd within 300 feet of the proposed sewage treatment
plant. Ifwell is on adjacent property, show name and address
of property owner;

5) Future sewage treatment plant and water supply additions ..
properly designated; and

6) Water lines plus stonn and sanitary sewers, including
manholes with elevations, sizes, material, and gradients, and
location of all hydrants and valves.

b) construction details, including:
I) Sewer profiles, manhole details, normal stream elevations,

flood level, existing grade elevations, and fInished grade
elevations;

2) Existing and proposed utilities; and
3) Sewage treatment system -complete detail of construction,

elevations coordinated with site plan evaluations, and plant
equipment and piping in detail; detailed drawings of each
wastewater treatment unit process are required.

Plans should be clearly drawn and be complete. Submit only those drawings pertaining to the water
supply or sewage treatment. It is suggested that details pertaining to these items be included on the
plans of these items. The more complete and comprehensive the plans, the more rapidly they can be
reviewed.

SUl2l2°rting Data

Submit with the plans only those sections of the specifications pertaining to water supply, sewerage,
and sewage treatment. Delete all other sections not applicable to these works. Where data sheets
are prescribed, they should be completed in full detail. Materials, particularly, should be listed by
standards designation as they would in a specification.
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SEWERAGE AND SEWAGE TREATMENT

Acceptable methods of sewage treatment for small facilities are in a continuous state of development.
Because the extended aeration activated sludge process has become well accepted for most domestic
wastewater except commercial laundry waste or wastewater from vehicle washes, this policy
emphasizes Ohio EP A requirements for that process. This does not preclude the use of other sewage
treatment processes, where adequate justification exists for their use.

Where discharge to a receiving stream is precluded due to strict effluent limits or the lack of a suitable

stream, biological treatment followed by a land application alternative might be possible.

It is not the intent of this policy to stifle new technology. However, it must be realized that processes
requiring sophisticated controls or operator skills will fail more often than they will succeed, when
applied to small scale sewage treatment. Development should be directed toward those processes
that will perform effectively with minimal attention. The OhioEP A will always be interested in the
development of such processes.

Treatment Regyirements

All sewage must be treated before discharge into the waters of the state of Ohio or any drainage
facility. Sewage includes the drainage from:

Floor drains
Drinking fountains
Laundry equipment
Manufacturing wastes
Etc.

Toilet and bath fixtures
Kitchen fIxtures
Service fixtures
Laboratories
Swimming pool filter backwash

Wastes from commercial laundries, vehicle washing, and manufacturing processes are considered as
industrial wastes and must be given special treatment and consideration. Wastes from laboratories
are corrosive wastes and must be given special consideration. (See Rule 4101:2-51-53 of the
Administrative Code.) .

Roof drainage, foundation drainage, cooling water, swimming pool water, or other clean water
connection shall not be made to the sanitary sewerage system.

In general, the type and degree of treatment will be detern1ined by the location, condition, volume of
flow, and use of the receiving stream. The type of soil and the extent and type of development of the
surrounding area must be considered in the selection of the type of treatment system.

Where sewage collection systems are available or may be made available by feasible and reasonable
extension of the system, such facilities shall be used.
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Sewers

Sanitary sewers shall be designed on a peak flow basis using a peak factor of three and one-third
(3.33) times the total calculated average daily wastewater flow for lateral sewers. Pumps and force
mains should be designed to carry the peak flow of all the sewers that discharge into the lift station.
The peak sanitary sewer design daily flow for areas which do not have a 24-hour run-off period shall
be calculated as follows:

Peak Factor = 3.33 x 24 (hours)
Run-off period (hours)

Peak daily design flow (gpd) = peak factor x average daily flow

* All entities with run-off periods 16 hours or less shall have

flow equalization.

(Other run-off periods must be documented.)

All sanitary sewers should be designed to give a mean velocity of at least two feet per second at peak
design flow based on Manning's formula with n = 0.013, or in accordance with the following table.
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Sewers on 20 percent slope or greater shall be anchored with concrete anchors spaced as follows:

1)
2)
3)

Not over 36 feet center to center on grades 20 percent to 35 percent.
Not over 24 feet center to center on grades 35 percent to 50 percent.
Not over 16 feet center to center on grades 50 percent and over.

Wh~ velocities greater than 15 feet per second are expected, provisions should be made to protect
against displacement and erosion of the pipe.

In general, the minimum size of sanitary sewers shall be eight (8) inches. However, six (6) inch
sanitary sewers may be used as sewers for apartments, mobile home parks, camps, schools,
restaurants, and other semi-public operations, provided their hydraulic capacity is not exceeded
because of short run-off periods (high peak flows).

Theiateral connections shall comply with standards shown in this policy and should be made of the
same material as the street sewer whenever possible to minimizeinfilttationfrom the connection
between the street main and house lateral. When j ointmaterial and! or dimensions are not compatible,
a commercial adaptor shall be provided.

When a smaller sewer discharges into a larger one, the invert of the larger sewer should be lowered
sufficiently to maintain the same energy gradient. An approximate method for securing this result is
to place the O~8 depth point of both sewers at the same elevation. When a larger sewer discharges
into a smaller one, the invert of the smaller sewer should not be raised to maintain the same energy
gradient.

Roof drains, foundation drains, and all other clean water connections to the saIiitary sewer are
prohibited.

There shall be no physical connection between a public or private potable water system and a sewer,
or appurtenance thereto, which would permit the passage of any sewage or polluted water into the
potable supply.

If possible, sanitary sewers and sewage force mains should be laid with at least a 10 foot horizontal
separation from any water line. Sewers (or sewage force main) may be laid closer than 10 feet to a
water line if it is laid in a separate trench and elevation to the crown of the sewer (or sewage force
main) is at least 18 inches below the bottom of the water line. If it is impossible to maintain the 18-
inch vertical separation when the sewer is laid closer than 10 feet to the water line, the sanitary sewer
shall be encased in concrete or constructed of water line type materials which will withstand a 50 psi
water pressure test.

Ifa sewage force main is laid closer than 10 feet to a water line, in no case shall the sewage force
main be laid such that the crown of the sewage force main is less than 18 inches below the water line.

Whenever a sanitary sewer and water line must cross, the sewer shall be laid at such an elevation that
the crown of the sewer is at least 18 inches below the bottom of the water line. .If it is absolutely
impossible to maintain the 18-inch vertical separation, the sanitary sewer shall be encased in concrete
or constructed of water line type materials which will withstand a 50 psi pressure test. These
requirements will extend for a distance of 1 0 feet, measured perpendicular, on both sides of the water

line.
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Construction of sewers in stream beds is not acceptable except for stream crossings.

Whenever a sewage force main and water line must cross, the sewage force main shall be laid at such
an elevation that the crown of the sewage force main is at least 18 inches below the bottom of the
water line.

Manholes shall be installed at the end of each line 150 feet or greater length, at all changes in grade,
size, alignment, and at all pipe intersections. Manholes shall also be installed at distances not greater
than 400 feet. Cleanouts may be installed at the ends of lines which are less than 150 feet in length.
Cleanout( s) may be installed in lieuof manhole( s) on sewage treatmentplant effluent discharge lines.

Drop manholes are to be used when the sewer entering the manhole is two (2) feet or greater above
the manhole invert. When the difference in elevation between the incoming sewer and the manhole
invert is less than two feet, the manhole invert should be filleted to prevent solids deposition.

Manholes may be either poured in place or precast concrete. Concrete construction shall confonn
to ASTM C-478 with joints between sections confonningto ASTM C-443.

The minimum diameter of manholes shall be 48 inches.

The flow channel through manholes should be made to conform in shape, slope, and smoothness to
that of the sewers. A bench shall be provided on each side of the manhole channel. The bench should
be located one (1) pipe diameter above the invert and slope no less than Y2" per foot to the channel.

Manhole covers can be adjusted to grade by the use of no more than 12 inches of precast concrete
adjusting collars. Watertight manhole covers should be used in street locations. In other areas, the
manhole casting should be adjusted so that the top is slightly above grade to prevent the entrance of
surface water. Wat.ertight manhole covers shall be used in all locations which may be flooded by run-
off or flooding.

Acceptable gravity sewer pipe materials include: acrylonitrile butadiene styrene (ABS), clay,
concrete, ductile iron (DI), polyvinyl chloride (PVC), styrene rubber (SR), or any other material
specified in ASTM specifications as being suitable for this use.

Proposed sewer pipe for gravity sewers, force mains, and tile fields sha&be limited to pipe specified
for the proposed use by ASTM, AWW A, Of a similar national consensus standards organization.
Type, depth, and existing soil conditions shall be considered in selecting the type, strength, and
stiffness of pipe. Installation details shall be in compliance with the selected specification, except
bedding and backfill for rigid pipe shall comply with class A, B, or C in ASTM C-12 and bedding and
backfill for flexible pipe shall comply with class IA or IB, II, Of III in ASTM D-2321. All bedding
material shall have 100 percent passing a 3/4" sieve. Commercial fittings meeting specified ASTM
specifications shall be used when joining different type, class, or size pipe.

Raw Sewage PUffin Stations

Use
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Raw sewage pump stations should only be proposed after careful consideration has been given to
alternative sewer planning. All pump stations require operation and maintenance, the cost of which,
when capitalized, frequently will justify a considerable flfst-cost expenditure to build a gravity sewer.
Frequently, the use of a pump station can be avoided by placing the sewers at a shallow depth, or by
locating the treatment plant at a lower elevation. When shallow sewers are used, the wastewater
generated on the floors of buildings which are located below grade may need to be pumped. Sound
designs call for serving the majority of the service area by gravity with only limited low areas served
by pump stations.

General

All raw sewage pump stations must include at least two pumps in each wet or dry well with motors,
dual controls, automatic alternators, and alarm. Each pump in a two-pump station shall be capable
of handling flows in excess of the expected maximum flow. The alarm system shall be activated when
the standby pump comes on. An alarm light circuitshallbeprovidedand remain on until manually
turned off. A battery operated, visual and audible alarm (or automatic..dialer) will also be required
Any time a pump station is not readily visible, a visible alarm and either an automatic dialer or audible
alann type system shall be provided in an approved location. See Appendixpage 33.

Alternate sources of power or standby pumping or generating equiprnentrnaybe required, depending
upon the proposal.

No overflows or bypass will be pennitted.

Rate of Discharge

Pump stations on small treatment plants produce surges which may affect the plant. To reduce the
surging effect, the pumped discharge to the plant must not produce an overflow rate on the settling
tanks in excess of 1,000 gpd/sq. ft., and this maximum must be limited to short periods only. Pump
discharges in excess of this rate should be returned to the wet well, or a flow equalization tank should
be installed ahead of the plant. If one pump has failed; the remaining pump(s) shall be capable of

pumping the peak design flow.

Acceptable Types of Pump Stations

All raw sewage pump stations shall be equipped with rails, hoists, and other means" for lifting the
pump, motor, or pump motor units above ground without entering'thewet;well.

All raw sewage pumps other than grinder pumps shall be capable of passing three-inch (3 ") solids.

Grinder pumps are an acceptable type ~f submersible pump for raw sewage pump stations.

Wet well, dry well, and submersible pumps are acceptable. Submersible pumps will be approved

provided that:

Pump and motor unit can be removed and installed from above ground
without dewatering or having a man work in the sewage wet well;

1)
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2) Valves are installed in an enclosure outside the wet well. Valves shall be
located in a separate valve pit. Valve pits may be dewatered to a wet well
through a check valve or other automatic closing valve without using a
manually operated valve or liquid seal. Check valves that are integral to the
pump need not be located in a separate valve pit provided that the valve can
be removed from the wet well without entering the wet well;

3) Electrical controls are installed outside the wet well;

4) Access openings shall be provided, sized, and located to allow easy removal
of pumps and equipment; and

5) Explosion-proof submersible pumps shall be used for raw sewage unless a
"pump off' switch is installed and maintained above the motor. A separate
backup pump-off switch wired to thecontrolpanel shall be provided.

Unacceptable Types of Pump Stations

A) Pump stations which are a hazard to maintenance personnel are not acceptable.

B) Pump stations which require bypassing while repairs are being made are not acceptable.

C) Extended shaft type pump stations are not acceptable.

Flow Equalization

Use

Flow equalization facilities shall be required for plants with nmofftime period of 16 hours or less (see
page 6) or when the need for a consistently high degree of treatment has been identified. Generally,
the desired equalized flow rate should approximate the average flow rate and shall not exceed 1.5
times the average flow rate.

Location

If trash traps or comminuters are used, equalization tanks must be located .downstream of these
preliminary treatment facilities.

Acceptable Methods

A variety of methods may be employed to achieve flow equalization. Consideration may be given to
in-line units, where all the flow passes through the equalization basin( s); and side-line units, where
only that amount of flow above the desired flow rate (usually design average flow) is diverted through
the equalization tank(s)~ In addition, in-line treatment units may be utilized to dampen flow variations
provided that such units are also capable of providing the required treatment throughout the entire
range of operating wastewater depths.
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Tank Design

A) Equalization tank size should be based upon a representative diurnal flow pattern derived
from flow records or an acceptable approximation technique.

For new plants or where existing flows are not available to establish a representative
diurnal flow pattern, the table on Appendix page 32 may be used to establish the required
equalization tank volume.

B) When pumps are utilized, duplicate pumps shall be provided that can pass two (2) inch
solids. With air lift pumps, the duplicate pump requirement may be fulfilled by a standby
air supply. Comminutors should be used in pretreatment works when air lift pumps are
being used

C) Aeration or mechanical mixing must be provided to;prevent deposition of solids in the
tank( s) and to maintain aerobic conditions. Minimum air requirement is four (4) cfmper
l,OOO gallons of storage. The air supply shall be independent of plant process aeration
facilities to ensure proper control andshalibe run continuously.

D) Comer fillets shall be provided to facilitate the periodic removal of any accumulated
sludge or grit.

E) Equalization tanks shall be suitably equipped with accessible external valves, stop plates,
weirs, or other devices to permit flow control and ensure proper flow equalization.
Devices to measure the equalized flow may also be required.

F) The equalization tank should be equipped with an overflow to insure that all wastewater
flow will pass through the secondary treatment facility before being discharged. The
overflow shall be installed at the nonnal high level in the equalization basin which shall
be not less than ten (10) inches above the nonnal maximum liquid level in the aeration
tank and shall interconnect the flow equalization tanks with the aeration chambers of the
secondary treatment facility.

When a flow equalization tank and a raw sewage pump station are combined, the
recommendation concerning an overflow in the-preceding:paragraph does not apply.
Audible and visual high water alarms shall be required for pumps in: equalization basins.

Equalization tank volume shall be the volume between pump-off and overflow pipe, if
gravity overflow into the aeration basin can be achieved, or the lag pump-on elevations.

G)

Extended Aeration

Use

The extended aeration plant is of the activated sludge type in which primary settling tanks are omitted
and where prolonged aeration, typically at least 24-hour detention time, consumes some of the sludge
and produces a relatively stable effluent. Frequent wasting of the sludge is required to maintain
solids balance. In plants of this type, almost complete stabilization of biodegradable organic matter
takes place in the aeration unit in the presence of excess air and aerobic bacteria.
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Extended aeration plants require proper daily c;>peration and maintenance by trained personnel to
accomplish the required treatment with little or no odor problems. A representative of the

to the owner/operator as part of the design/installation, prior to the start of operations.

"Home aeration" type treatment systems in the past have not conformed to Ohio EPA design
standards. When proposed for commercial uses, they shall be evaluated according to design
standards in this publication. .

Location

Plants should be located close enough to the building being served so as to optimize maintenance of
the plant. They should be located closer to the building(s) being served than to existing or reasonably
anticipated future buildings to minimize nuisance on adjacent property. Extended aeration plants
should be located at least 250 feet from neighbor occupied buildings. A...housed treatment plant
component shall be located no less than 150 feet from existing or future residences. Housed

when noise may be objectionable. See appendix, page 34.

Topography, direction of prevailing winds, noise, and plant capacity are other factors to be
considered.

Acceptable receiving streams are of prime concern and each proposed plant location will need to be
evaluated for antidegradation and the ability of that stream to assimilate the discharge.

General Design

damage by the one hundred (100) year flood. Treatment works should remain fully operational and
accessible during the twenty-five (25) year flood. This requirement applies to new construction and
to existing facilities undergoing major modification. Flood plain regulations of local, state, and
federal agencies shall be considered.

Erosion protection and drainage of-the area surrounding the plant must be provided.

In order to prevent surface water from flowing into the plant, the walls should extend at least six
inches above the surrounding ground and surface drainage shall be diverted from the plant.

Riser wall sections may be used on plants where the invert of the influent sewer line has a maximum
depth of four (4) feet below the rim of the depre~ion in which it is located. Blower housing and
electrical controls must be placed above the riser section and above ground. All valve handles and
cleanouts must be brought up to a minimum of one (1) foot from the top of the riser for easy
maintenance. Where the invert of the influent sewer is deeper than four (4) feet, either: 1) a lift
station should be provided and the plant set at grade, or 2) a retaining wall or excavation with four
(4) feet clear distance around the plant with free outfall of the drainage therefrom may be provided.
In the latter case, steps must be provided.

When phased development is proposed, one-half the total ultimate capacity shall be installed initially.
Initial plans shall indicate all future phases of tributary development and ultimate plant capacity.
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All treatment plant components should be protected by one of the following methods:

A) A rugged fence of chain-link, wood, or block at least six (6) feet high with locked
entrance gates. Plants located in areas where thrown Qbjects or falling leaves might be
a problem should be equipped with lightweight open grating over all tanks in addition to
the fence described above. A minimum of four (4) feet working room must be provided
around the plant.

B) If a building is provided, seven (7) feet of headroom and adequate lighting and ventilation
shall be provided. Intake and discharge vents should be muffled to minimize noise to
adjacent lots. Plants within buildings or housings should be equipped with safe walkways
providing access to all equipment and working areas housed therein. Access to the plant
ina building should be by a door equipped with a lock. A minimum of four (4) feet
working room must be provided around the plant. Translucent roof panels can help

provide adequate lighting.

C) Weatherproof enclosures and muffled blowers.

and moisture. Equipment located on the top of the plant shall be designed to resist corrosion and
vibration to settling tanks. Otherwise, equipment should be located on an adjacent pad or in an
adjacent enclosure.

Guardrails withkickplates shall be provided at open tanks and along walkways; sturdy grating may
be substituted over open tanks. Control valves shall be safely accessible from a position where finn
footing is available. Motor shafts, pulleys, belts, etc., shall be guarded. Above or below ground
treatment units shall be accessible by stairways. When applicable, OSHA rules should be met.

Detail Design

Plants should be designed on the basis ora 24-hour aeration period for average or nonnal domestic
sewage which has a BODs of 0.17 lbs. per 100 gallons or approximately 200 ppm BODs-

The treatment plant peak design flow should be based upon representative diurnal flow records. See
Appendix, page 30. The minimum peak plant daily design flow shall be calculated as follows:

Peak Factor = 3.33 x 24 (hours)
Run-off period (hours)

Peak daily design flow (gpd) = peak factor x average daily flow

Stronger wastes from food service operations and waste containing garbage or other organic matter
increases both the hydraulic and BODs loadings and require special consideration. Excess organic
materials, such as ground vegetables produced by supermarkets, should not be tributary to this type
of plant. Garbage grinders are not permitted in commercial facilities tributary to a private on-lot
wastewater t!eatment plant.
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Grease interceptors are to be provided in compliance with plumbing requirements of 41 0 1 :2-51 of
the Administrative Code.

The plant will nonnally consist of the following elements.

A) Preliminary treatment devices to screen, comminute, or otherwise prevent coarse solids
from entering the aeration tank. Acceptable devices include:

1). Trash traps sized according to the Appendix, page 35. Outlet T's shall be
extended down to between 30 and 50 percent of the liquid depth.

2) Comminuting devices with bar screen bypass may be substituted for trash
traps on plants designed for 40,000 gpd or larger. Duplicate grinder pumps
with automaticaltemator and alanns may be substituted for commi11uting
devices. Field conditions (e.g., a lack of space) may be reason for
considering installation of comminutors on smaller plants.

3) Bar screens and trash baskets are not pennitted as the only means of
pretreatment.

B) Aerated flow equalization should be provided per Flow Eaualization.

C) Where parallel aeration unit arrangements are planned initially or as part of a future
expansion, proportionate distribution of incoming flow and return sludge should be
provided. The screening, comminuting device, or trash trap must precede the flow
division. Division of the total plant flow into more than two parallel arrangements is
generally unacceptable.

D) The design of aeration tanks should be based upon the following criteria.

1) A 24-hour detention time based on the expected 24-hour sewage flow of average
strength domestic sewage. For high strength wastes, such as those from restaurants,
etc., the detention time should be increased. A minimum eighty (80) cubic feet capacity
per pound of BODs applied shall be provided. This will require a 24-hour detention for
wastes having a BODs of200 ppm (average domestic waste).

2) Shape and design of tank should maintain an effective mixture and
utilization of air and prevent deposition of solids or short circuiting.

3) 2,600 cubic feet of air per pound of applied BODs for diffused air plants.
Additional capacity should be provided for nitrification and to operate air
lifts, skimmers, sludge wasting facilities, and tertiary treatment facilities.

4) Stand-by blower unit must be installed and operable.

5) Easily removed aeration drop-pipes with shut-off valves for each drop pipe
should be provided.

14



6) Dual aeration tanks are required for plants treating over 50,000 gallons per
day.

7) Multiple tank arrangements may be approved as follows: a) maximum of
six (6) tanks in series; or b) maximum of two (2) parallel arrangements of
four (4) tanks each in series (total of eight (8) tanks). In these cases, ports
between tanks must be large enough to prevent liquid level buildup within
any tank. Means for balancing air supply to each header must be provided.
Means for varying the amount of return sludge, as well as the location of the
return sludge discharge, must be provided. Separate blowers and piping for
each series of tanks plus stand-by blower or blowers must be provided for
parallel arrangements. Consult with the Ohio EP A district office prior to
the preparation of plans for multiple aeration tanks.

8) Time clocks will not be installed or operated unless: a)thetimingcontrols
are specifically authorized in writing by the Ohio EP A district office to
improve the operation of the wastewater treatment plant; and b) the
wastewater treatment plant is operated by a certified operator.

E) Final settling tanks following the aeration units shall be designed to give effective settling
and continuous return of sludge. Detention time should be not less than four (4) hours
based on the average daily flow. Six (6) to eight(8) hours may be required to handle peak
flows. Deviation from the minimum detention time will be considered when flow
equalization tanks are installed. Design of the settling tank should be based on the
following requirements.

Duplicate settling funks are required for plants treating over 50,000 gallons
per day. Smaller plants may be required to have duplicate settling tanks.
The installation of multiple settling tanks in series will not be accepted.

2) Collecting mechanisms are required for any '.settling tank with a capacity
greater than 10,000 gallons. Tanks equipped with collecting mechanisms
should have effective depths of not less than seven (7) feet.

3) Final settling tank effective surface settling area for average 24-hour design
flow should not be less than the area shown in the Appendix, page 36.

4) The area upstream of any part of the inlet baffle shall not be used in
calculating the effective surface settling area. The maximum surface settling
rate at peak hourly rate offlow, with or without flow equalization, shall not
exceed 1,000 gpd/sq. ft.

5) Tank hoppers shall have a minimum side slope of 600 to the horizontal, and
bottoms not in excess of one (1) foot square or one (1) foot in diameter. In
computing detention capacity of non-mechaIiical hopper tanks, only the
upper one-third (by height) of the hopper( s) may be included. Tank hoppers
should be considered as commencing when two or more sides have a side
slope of 600 to the horizontal. Multi-hoppered tanks should provide a
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minimmn water depth of two (2) feet over the junction of 600 walls
between hoppers. The installation of more than four (4) hoppers per
settling tank or more than three (3) hoppers in a row per settling tank will
not be accepted.

6) Baffles shall be provided as follows.

a) At the inlet to prevent turbulence and short circuiting and to
entrap grease and floatable materials ( surface skimmer shall be
downstream of this baffle). The inlet baffle shall extend
across the width of the settling tank and shall extend
continuously from a minimum six (6) inches above normal
water level to a minimum two (2) inches beneath the invert of
the inlet port to the settling tank. It shall be located no less
than twelve (12) inches from the tank end wall nor more than
twenty (20) inches to allow effective collecting area for
floatable materials without infringing on the clear surface
settling area of the settling tank.

b) At the outlet within six (6) inches of the effluent trough and
extending four (4) to eight (8) inches below and six (6) inches
above the liquid level.

Outlet should consist of an overflow trough equipped with adjustable weir

plate.
7)

The weir length shall be at least twice the narrow dimension
of the settling tank and the weir overflow rate shall in no case
exceed 2,500 gpd/lf at 24-hour design flow, nor 7,500 gpd/lf
at peak flow.

a)

The overflow trough should be located a sufficient distance
from the end wall of the final tank to offset the effect of end
wall currents and pennit cleaning the wall.

b)

Sludge withdrawal shall be based on a return rate of 100 percent of the
average daily flow with variable control of the return rate provided.
Positive visible return should be provided. Each hopper should have
separate sludge withdrawal and transfer equipment. Piping and valving shall
not be less than two (2) inches in diameter and should be located at least six
(6) inches above the liquid level.

8)

9) Scum skimmers shall be provided. On food service operations, skimmers
must discharge to a separate scum holding tank of at least 500 gallons, but
not less than 5 percent of the food service daily hydraulic flow and be
provided with a means of recirculating the supernatant to the aeration tank.

Upward flow fixed media clarifiers shall comply with standards specified on page 19.
These treatment units will be approved only for plants supervised by a certified operator.

F)
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G) Froth control equipment may be required on installations subject to seasonal or
intennittent use.

H) Hosing facilities for routine flushing of walls and walkways at all plants over 5,000 gpd
shall be provided. Where a water supply is not available, a pump equipped with house
connection may be used to pump clarified water from the chlorine contact tank for this
purpose. If a potable water supply is used, then frost proof hydrants with backflow
preventers shall be used.

I) Sludge handling facilities will be required on all plants with a design flow exceeding
10,000 gallons per day or exceeding a BODs population equivalent of 100. Sludge
handling facilities may also be required on smaller plants requiring a consistently high
quality effluent either due to downstream conditions or to facilitate the operation of
advanced waste treatment facilities. The design flow will be based upon the aemtion
capacity required by the BODs loading mther than the hydraulic load.

Sludge handling facilities shall consist of sludge storage and a means of wasting
accumulated s~udge. General design considerations are as follows.

1) A sludge storage tank having a volume at least equal to ten (10) percent (15
percent for fixed media) of the daily design flow shall be required for all
plants with sludge drying beds. Plants without sludge drying beds shall have
a sludge storage tank having a volume at least eqUal to twenty (20) percent
of the daily design flow. A minimum storage volume of 1,000 gallons will
be required for plants with a design flow of less than 10,000 gallons per day.
An additional90-day sludge storage will be required for all plants with land

application programs. The plant piping arrangement should provide
flexibility for diverting all or a portion of the return sludge to the sludge
storage tank, the aeration tank, or to approved disposal.

A positive means for decanting supernatant to the aeration tank shall be
provided; an overflow port is not acceptable.

Aeration of the sludge tank is required at the rate of four (4) cfm/ 1,000
gallon capacity.

2) Sludge disposal -waste sludge may be hauled away by -tank truck or
dewatered by sand beds. Where sludge drying beds are utilized, a sludge
pump or other positive means is required to waste sludge from the storage
tank. Sludge drying beds shall be provided for all plants more than 10,000
gallons per day design flow unless hauled to an approved disposal site by a
registered or approved sewage tank cleaner. A copy of the signed contract
must be provided. Provisions in the plant design must allow for the future
installation of sludge drying beds. An all weather access road shall be
provided to allow trucks access to the sludge holding tanks and drying beds.

Other means of disposal will be considered only in specific cases.
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3) Sludge drying beds shall be sized on the minimum basis of one and one-half
(1 Y2) square feet per population equivalent or one and one-half (1 Y2) square
feet per 100 gallons of plant design flow (200 ppm BODs sewage). Dual
beds shall be provided. Construction shall provide at least nine (9) inches
of sand over the gravel above the underdrains. Gravel shall be placed in
conformance with the drawing, Surface Sand Filters, Appendix, page 38.
The sand should have an effective size of 0.25 mrn to 0.5 mrn with a
uniformity coefficient less than 4.0. Sand beds may be used for storage of
up to 24 inches of sludge for winter operation if designed for such use.
Efiluent from the underdrains shall be returned to the treatment plant
headworks. The bottoms of the beds shall be provided with an impervious
liner.

4) Where fIXed media clarifiers, phosphate removal, or other chemical.
treatment processes are deemed necessary ,design of, sludge handling
facilities shall consider increased sludge production.

5) Provision for ultimate disposal of sludge must be clearly indicated on
treatment plants of25,OOO gpd capacity or greater.

1) Flow measurement devices for indicating, recording, and totalizing sewage flow should
be provided on all plants over 100,000 gpd capacity. Plants over 25,000 and up to
100,000 gpd capacity should have a recording or totalizing flow measuring device. Flow
measurement devices may also be required on plants under 25,000gpd capacity. Flow
measurement devices should be located so as to prevent errors caused by recycle flows
or loss of water in surface sand filters.

UQward-Flow Fixed Media Clarifiers

Design Requirements

Fixed media clarifiers will be approved only for plants with flow equalization tanks and pumps (see
page 10) which will be supervised by a certified operator.

The following design rate requirements shall beprovided,toqualify for the slow sand filter loading
rate shown in the Appendix, page 37. Fixed media design flow rates may exceed the following rate
when the slow sand filter loading rate and area "Without Fixed Media Clarifier" (page 37) is provided.

The fIXed media clarifier design upward peak flow rate shall not exceed 0.42 gpm/sq.ft.
(Note: 600/24x60). If flow equalization is provided, use the equalized flow rate through
the plant to size the fixed media clarifier. Lower fixed media or surface sand filter loading
rates may be required on a case-by-case basis for plants treating commercial or industrial

wastewater.

A)

The total area of fixed media decking shall be divided equally between two compartments.

The fixed media shall be mounted parallel with the surface of the water and not less than
six (6) inches below the normal operational water level. An inlet zone shall be provided
having an area not less than ten (10) percent of the fixed media area.

B)
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C) A vertical baffle shall rise up from the fIXed media decking adj acent to the inlet zone. This
baffle shall be watertight where it abuts the walls and/or the clarifier decking.

D) The weir length shall be at least twice the narrow dimension of the tank. The weir
overflow rate shall in no case exceed 3,000 gallons per day/lineal foot based on 24-hour
design flow, nor 9,000 gallons per day/lineal foot based on peak flow. No point of the
fIXed media decking shall be more than 15 feet from the centerline of the weir trough.

E) Fixed media clarifiers shall be no less than three (3) feet deep at the shallowest point and
the base shall slope downward toward the sludge collection zone of the tank to facilitate
sludge removal.

F) Adequate hosing facilities using potable or clarified water shall be provided to routinely
clean the fixed media.

G) Plant design shall allow for the removal of sludge and clean-up water to the sludge
storage or sludge digestion tank. The sludge storage tank shall have a total volume not
less than 15 percent of the daily designflow. Arrangements should be provided to enable
60 percent of the clarifier contents to be drawn down and directly recycled to the flow
equalization tank. Only substantially settled sludge should be transferred to the sludge
storage or sludge digestion tank.

Fixed media clarifiers must be protected by upstream means to remove trash and grease
from the flow.

H)

I) Fixed media supports shall be structurally adequate to facilitate maintenance and
replacement of individual panels.

Dosing Device

Use

The dosing device can be used to accumulate a sufficient volume of settled sewage to properly dose
the tile field, surface, or subsurface sand filters. It prolongs the .life of filters by allowing "rest"
periods between doses. Dosing of tile fields provides equal distribution of sewage in the tile field.
A dosing device is required preceding surface sand [tIters.

Design Data

Operating capacity of the dosing device should be such that:A)

Distribution tiles in leaching systems and subsurface sand filters are
completely filled; and

1)

One-half the total surface sand filter area in a two bed system is to be
theoretically flooded to a depth of three inches (1.87 gallons/sq. ft.) in 10
minutes or less. If more than two beds are provided, it is permissible to
have one pump dose one bed to a theoretical depth of three inches in 10
minutes or less and the second pump, when automatically alternated, to

2)
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dose another bed to a theoretical depth of three inches in 10 minutes or less,
with at least one bed off-line for cleaning and resting.

B) Dosing Equipment

1) Two pumps or two siphons are required that automatically alternate when
dosing subsurface or surface sand filter devices.

2) One pump or siphon will be pennitted for septic tanks dosing leaching pipe
providing a stand-by pump is available on-site and a high level alann system
is installed with an alann inside the building being served.

3) Submersible pumps must be provided with access openings sized and
located to allow easy removal of pumps and equipment. Work platforms
must be provided below pipe connections.

4) All dosing devices shall have as a minimum a visual high water alarm.

illfluent Chamber

Use

To direct or divert the flow going to the tertiary treatment devices.

Design Data

A) Equipped so that the flow may be directed to any cell of the tertiary device. A means of
positive shut-off to each distribution line shall be provided. Threaded caps or watertight
plugs are preferred.

B) Designed hydraulically to not overflow during operation of the dosing device.

C) Equipped with a cover.

Unit drawings. See Appendix, page 42.D)

Tertiaa Treatment Systems

Tertiary treatment is an additional (third) stage of treatment following biological (secondary)
treatment. The primary purpose of tertiary treatment is to provide a greater degree of treatment.
Such facilities may also serve to prevent excess solids from discharging into the receiving stream
during periods of peak flow to the treatment plant. The higher degree of treatment demanded by
enhancement of water quality makes tertiary treatment the rule rather than the exception in most
locations to comply with water quality standards.
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The topography of the treatment site, cost of land, and the degree of treatment required are often
factors in determining which method of tertiary treatment to use. Means of achieving tertiary
treatment include, but are not limited to, slow sand filters, lagoons, and rapid sand filters. Two
different means of tertiary treatment may be used in series to ensure an extremely high degree of
treatment.

Design Data

A) Surface sand fIlters (slow sand filters) -See Appendix, page 38, for method of
construction and configuration. A minimum of two (2) beds are required, each capable
of independent operation. Generally, one-half the total filter area is to be intermittently
dosed while the other half "rests."

1) Hydraulic loading -See Appendix, page 37, for minimum total filter area
and total area loading rates. Per the dosing criteria,above, only,one"half of
this total area is to be dosed at anyone time. .

2) Recommended maximum size of bed is 25 feet square. If the required size
of each bed exceeds 25 feet square (625 square feet), multiple points of
discharge on the sand should be provided. Coordinate with dosing devices
in the preceding section.

3) Filters should be located in well drained areas to ensure proper filter
operation. An impervious bottom liner is required. Flow meters should be
located upstream of the dosing device to prevent errors caused by
instantaneous peaks and infiltration/exfiltrationin the filter.

4) Filter walls shall be constructed of eight (S) inch concrete block, reinforced
precast concrete, reinforced poured-in-place concrete, or other suitable
material. Where concrete block walls are specified, the voids shall be filled
with concrete, reinforcing steel shall be installed in every other void, and
both sides of the block shall be waterproofed. An IS-inch free board is
required.

5) Protection -a fence around the filter is required to deny access to
unauthorized persons.

6) Isolation from occupied buildings -minimum -.150 feet if covered and 250
feet if uncovered. .

7) Filter sand -sand shall be clean and washed with an effective size between
0.4 and 1.0 mIn, with a uniformity coefficient not greater than 3.0.

Sand shall be adequate to provide sufficient tertiary treatment to achieve
established effluent limits.

The effective size is that size of grain in a sample of sand above which 90
percent by weight is larger or retained by the sieve, and 10 percent is
smaller passed by the sieve.
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The uniformity coefficient is the theoretical size in millimeters of the sieve
that would pass 60 percent of the sample, divided by the effective size.

B) Rapid sand filters -rapid sand filters will be approved only when the operating authority
can demonstrate that a certified operator will be in responsible charge. Generally, only
plants larger than 100 ,000gpd will be considered for rapid sand filters. Use of rapid sand
filter(s) will generally require the services of a class II operator experienced with the
operation of wastewater rapid sand filters.

Design criteria for rapid sand filters shall be in accordance with Recommended Standards
for Wastewater Facilities (Ten States Standards).

Each filter unit shall be designed and installed so that there is convenient access to all
components and the media surface for inspection and maintenance without taking other units
out of service. The filter must be located in a building of sufficientsizeto:provide at least four
(4) feet access around the filter and with adequate head room (seven feet )to permit required
maintenance. Lighting will be required. Consideration should be given to heating and
ventilating the building.

Disinfection

Use

All plants shall provide disinfection capability -regardless of location. Disinfection will be required
when necessary to obtain compliance with Ohio's water quality standards and NPDES permit
conditions. Some examples of situations where disinfection will be required are effluent discharges
to intermittent streams, streams which flow through developed areas, streams where there is
downstream use for recreation or public water supply, and for treatment plants serving medical
facilities ( doctor/dentist office, veterinary clinics, medical labs, etc.).

Location

The disinfection equipment should be readily accessible and designed for proper operation during all
seasons of the year. Equipment may be located in the building being served or ina suitable structure
or enclosure at the plant site. Handling of chlorine gas is-.extremelyhazardous:and requires special
design and operation considerations. The use of chlorine gas for disinfection is not recommended at
small plants.

Design Data -Chlorination

Contact chamber- a minimum detention period of 15 minutes shall be provided at peak
flow rate to the contact chamber. The chamber shall be baffled so that the flow path
approaches plug flow (no short circuiting).

A)

The contact chamber should be adjacent to the plant, be accessible, and have an open top or an
easily removed cover.

22



B) Mixing -initial mixing of the chlorine solution and the wastewater should be as rapid and
complete as possible. The ideal design calls for complete mixing before the effluent enters
the contact chamber.

C) Chlorinator capacity -sufficient total chlorination capacity shall be installed to provide a
chlorine dosage of 8 mg/l, based on maximum plant flow.

D) Chlorination should generally be introduced prior to lagoons and foll~wing tertiary sand
filters.

E) Dechlorination may be required.

On-Site DisDosal Systems

Tile field systems are not generally recommended for installations wifudesignflows in excess of
1,000 gpd, and only then where soils are suitable. Soil texture which is too coarse will not remove
contaminants and soil texture which is too fine will not accept effluentatan.adequate rate. Wastes
containing large amounts of greases or detergents, such as from food establishments, should not be
treated in this type of system.

SeQtic Tanks

Use

Septic (settling) tanks are intended to remove solids, such as scum or sludge, and provide a place for
storage and decomposition of these solids.

Septic tank systems have a limited application for the disposal of wastewater from public buildings
and will not be accepted except in cases where the daily flow is small, or where the use of the facility
is seasonal or infrequent. Septic tanks must be followed by a tile field system. To prolong the life
of the tile field, surface or subsurface filters may be required. Garbage grinders are not permitted.

Location

Septic tanks must be accessible for cleaning and maintenance and be located 'at the following
miniinum distances (depending on soil conditions and design flow).

A) At least 10 feet from buildings and lot lines.

B) At least 50 feet from residential water supply wells or other potable sources that supply
less than 2,500 gpd; or at least 100 feet from any water supply well over 2,500 gpd or per
the isolation distances ill Tile Fields. Location. I.

Design Data

Capacity -The minimum tank capacity for any system shall be 1,000 gallons. In addition,
the tank(s) capacity must be at least 2-1/2 times the daily design flow. If only tank is
provided, it must be a dual compartment tank.

A)
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B) Dimensions -Effective settling and flotation shall be provided. In general, the following
criteria should be followed.

1) Ratio of length to width to depth, 2: 1: I. If dual compartment tanks are
used, this may be increased to 4: 1: 1 overall.

2) Maximum width -10 feet.

3) Minimum liquid depth -4 feet.

4) Maximum liquid depth -10 feet.

5) Minimum free board -9 inches.

C) Construction details.

1) See Appendix, pages 39 and 40, for typical settling (septic) tank.

2) The invert level of the inlet shall be not less than two inches above the liquid
level of the tank.

3) A vented inlet baffle or tee shall be provided to divert the incoming sewage downward.
The baffle or tee shall penetrate at least six inches below the liquid level, but the
penetration shall not be greater than that allowed for the outlet device.

4) The outlet shall be fitted with a vented tee, vented ell, or baffle which shall extend not
less than six inches above and not less than eighteen inches below the liquid level of the
tank.

5) Access riser of not less than 18-inch diameter must be provided at each end of tank and
adjusted to ground surface for ease of cleaning and inspection. Additional access may
also be required above midwall opening of dual compartment tank.

6) Tanks must be watertight and constructed of durable material.

Subsurface Sand Filters

Use

Subsurface filters should not be used where a discharge to surface waters is proposed.

Wastes containing large amounts of greases or detergents such as from food establishments cannot
be treated in this type filter.

Design Data -Conventional Subsurface Filter

A) Loading -the total area of the filters should be based on ~ loading rate not to exceed 1.15
gal/sq. ft./day. .
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B) Size of units -a minimum of two equal-sized beds should be provided so that they may
be dosed alternately.

C) Influent chamber -should be equipped with shut-off devices to the distribution lines; an
easily removable cover is recommended.

D) Filter sand -should be washed sand placed with a minimum depth of 18 inches, having an
effective size between 0.4 and 1.0 mIn, and a uniformity coefficient not greater than 3.00.

E) Distribution lines -should be four (4) inches minimum diameter pipe, perforated or laid
with open joints. Lines to be spaced not.less than three (3) feet on centers for four (4)
and six (6) inch lines or four (4) feet for eight (8) inch lines.

F) Cover -the filter should be covered with twelve (12) to twenty-four (24) inches of earth
backfill with geotextile fabric or a three (3) inch.layerofstraw between the filter and the
backfill soil.

G) Venting -ventilation should be provided on large subsurface sand filters to reduce back-
pressures when dosing and to induce aerobic conditions within the filter, thereby
prolonging its life. One or more capped vents should extend above the surface of the
ground from each bed.

H) Construction detail -see Appendix, page 41

Tile Fields

Use

Tile fields follow the septic tank and are designed to obtain treatment by the soil and aerobic
microorganisms. Tile fields are limited by criteria discussed under "On-Site Disposal Systems."

Filters may be required to prolong the life of a tile field. Surface sand filters shall be installed between
standard aeration treatment plants and tile fields.

The types of tile fields presently used include the leaching tile field'and theevapo-transpirationtile
field.

Location

Tile fields shall not be located:

In any area which has been disturbed or re-graded unless sampled and certified as required
in General Design, Data, H, page 28.

A)

In areas that have been or may be subject to passage, parking, or storage of heavy
equipment, construction equipment, vehicles, or materials.

B)

Beneath driveways, parking, or other paved are&S.C)
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D) Beneath buildings or other structures.

E) In swampy areas nor where ponding or flooding may occur.

F) Where depth to nomlal ground water or to rock strata is less than four (4) feet below the
bottom of the trench.

G) Within 20 feet from any occupied building.

H) Within 10 to 50 feet (dependent on the soil penneability, adjacent land use, and degree
of pretreatment) from a property line.

I) Within the following distances from existing well sites. Check with the Division of
Drinking and Ground Waters to detemrine the approved radius of public water supply
wells.

1)
2)
3)
4)

50 feet up to 2,500 gpd well
100 feet up to 10,000 gpd well
200 feet up to 25,000 gpd well
300 feet up to 50,000 gpd well and over

General Design Data

Tile fields should be preceded by an influent drop box or distribution box for diversion of
the flow to the individual tile lines. See Appendix, pages 43, 44, 45 and 46. Tile fields
should be divided into two equal sized sections.

A)

B) Relatively shallow fields should be used since this increases evapo-transpiration and
promotes aerobic conditions in the system. Permeability rates are usually more rapid in
the upper part of the soil where pores are more common and biological action is greatest.

Tile lines shall be laid relatively level.. Tile lines shall be not.less than four (4) inches in
diameter and laid not more than three (3) inches slope in fIfiy{50) feet. For sloped areas,
field tiles should follow the contours and it is recommended that a drop box distribution
be used so that each component is forced to pond before liquid flows to the succeeding
component. See Appendix, page 46.

C)

Maximum length of lines -100 feet.D)

Minimum distance between centerline of trenches -6 feet.E)

Fill material -a minimum depth of 18 inches of clean gravel or stone (3/8" to 1 V2")
required with l2-inch depth below and 2 inches above the tile as a minimum. Cover top
of fill with a 2-inch layer of hay, straw, or geotextile fabric before placing earth fill to
surface.

F)
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G) Conventional leaching systems may not be appropriate in soils with a seasonally high
water table. Poorly drained soils often indicate other conditions which may make the site
unsuitable for conventional leaching. Gravity curtain drains, pumped curtain drains, or
appropriately designed mound systems may be necessary to solve such problems. Curtain
drain outlets to streams or ditches shall include an appropriate animal guard.

H) A certified soil scientist, geologist, or other specialist in a related field shall evaluate the
site and submit a signed certificate of test results with the plans. Soil classification shall
be shown on detail plans using USDA soil conservation service soil series, texture,
effective size, and penneability limitation. On-site disposal systems should be located in
areas of undisturbed soils. Percolation tests and sieve analysis may be required.

I) Test holes -test holes eight (8) feet in depth should be made in the area of the proposed
tile field and the results submitted, indicating depth to rock, seasonal ground water,
nonIlalground water, and soil effective size where Soil Conservation-Service data has not
been verified.

Detail Design Data

A) Leaching systems (see Appendix, pages 43,44, 45 and 47).

1) Leaching tile fields maybe used only where the soils are suitable.

2) Minimum trench width shall be twelve (12) inches.

3) Minimum trench depth 24 inches; maximum 30 inches.

4) Tile field size -for septic systems, at least one (1) lineal foot per gallon per
day -minimum length four hundred linear feet (400').

5) Inspection vents should be provided at the end of each trench to observe the depth of
ponding. The vent shall extend from the base of the gravel and extend to final grade
with a cap at the ground surface. The vent pipe must be perforated within the gravel
layer and either may be attached to the distribution pipe or be separate from it.

B)

1) When the soils are not suitable for a conventional leaching system and for
low flow projects on sites with sufficient land area, an evapo-transpiration
tile field following contours may be installed.

2) Minimum trench width 24 inches.

3) Trench depth shall be 24 inches maximum.

4) Minimum tile field -at least one (1) lineal foot per gallon per day for filtered
effluent and two (2) lineal feet per gallon per day for non-filtered effluent.
Minimum length six hundred linear feet (600'). Where severe soil conditions
exist, the required minimum size for a tile field may be larger.
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5) The maximum cover over the tile line shall be six (6) inches.

C) Mound systems

Mound systems will be evaluated on acase-by-case basis. Use the Ohio Cooperative
Extension Service, Ohio State University, Bulletin 813, Mound Svstems for On-Site
Wastewater Treatment. SitinQ:. Desim. and Construction in Ohio, December, 1990, as a
guide.
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APPENDIX

Su~~ested Sewal!e Flow Guide

These estimated flows are empirical and are intended only for design of sewerage works.

Place
Estimated Sewage Flow

Apartments 250 one bedroom
300 two bedroom
350 three bedroom

2Notes

200 .

75

3-5 seat

5-7 seat

50

r=~--

Notea

Notebl

Notea

Asse

Bea

Bowl

Chur

Chur

Cou

Dance Halls

Doctors/Dentists 75 per doctor
20 per employee
10 per patient

I 25 per emPlOyee,

I 35 peremPIOyeej

Drive-In Theaters

I Factories (no showers)

Factories (with showers)

Food Service Operations
Ordinary Restaurant (not 24-hour)
24-Hour Restaurant
Banquet Rooms
Restaurant Along Freeway
Tavern (very littie food service)
Curb SelVice (drive-in)

Vending Machine Restaurants

Homes in Subdivision

Hospitals (no resident personnel)

Institutions (residents): 

laundries (coin-operated) I

I

laundry wastes require special consideration

Marinas (restrooms and showers only)

Migrant labor Camps

Mobile Home Parks

Notec
Note c
Notec
Note c
Notec
Notec

I 35 per seat at 400 ppm BOD.

50 per seat at 400 ppm BOD.

5 per seat at 400 ppm BOD.
100 per seat at 400 ppm BOD.
35 per seat at 400 ppm BOD.
50 per car space at 400 ppm BOD.
100 per seat at 200 ppm BOD,

400 perdwellinQ

300 DerbedNoteb

Note b

Note e

100 er rson

400 r standard size machine

Consult district office

15 dock

50

300 ce

100

200 per patient at 300 ppm BOD.
100 per resident employee
50 per non-resident employee

Note g

Nursing and Rest Homes Noteb

Office BuildinQs ,

Recreational Vehicle DumpinQ Stations

Recreational Vehicle Parks and Camps

Retail Store

20 per employee

Consult District Office

See DWPC Policy 2.07

20 per employee

Schools. Elementary
..Hiah and Junior Hioh

Noteb 15 per pupil
Note b 20 Der DUD" .
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Place Estimated Sewage Flow

Service Stations Noted

Sho 0 food service or laundrie Note f

Noteh
Noteh

Note h: Assumes manual hosin and solids food dro in s, etc. removal rior to hosin .
--,

30

Swimming Pools (average)

Vacation

Veterinarians and Animal Hospitals

1000 first bay or pump Island
500 additional bay or pump Island

0.2 per sq. ft. of floor space

i 3-5 per swimmer (design load)
I 5-7 per swimmer (desilln load)

50 per person

I 10 per run
, 10 per cage
I 20 per employee

Youth and Recreation Cam s Note b erson

Note a: Food service waste not Included.
Note b: Food service waste Included, but without garbage grinders.
Note c: Aeration tanks for these require 48 hour detention period. Garbage grinders not permitted.
Note d: Truck parking areas will require consideration for treatment of runoff at large truck stops.
Note e: Laundry (coin operated); temperature may be critical if not diluted with other sewage. Laundry

flow shall not be more than 20 percent of the flow of a treatment plant. Commercial laundries
will not be permitted for treatment plants designed for less than 30,000 gpd.

Note t Add laundries or other high flow or high strength uses.
Note II: 20 gpd if vault latrine is used for toilet wastes.



APPENDIX

Recommended Flow Equalization Tank Volumes as a Percent of the Average Daiiy
Flow

Q maX/Q
avg

I Tank

~3.5 4.0 5.0 6.0 7.0 8.0 9.0 10.0

37 40 44 48 50 52 53 55

Note: Q max = Design peak flow rate tributary to the equalization tank including all
backwash.

24-hour average design flow rate.Q avg =

EXAMPLE: A new high school is proposed with a projected average daily flow of 30;000 gpd. The desired
equalized flow rate at the proposed treatment plant is 30,000 gpd.

Step 1 Determine Q maX/Q avg
Peak flow factor = 3-1/3
Run off period (hours) = 8
Q maX/Q avg = 3-1/3 x 24 hours/8 hours = 10

Use 10 as computed above and obtain 55Determine the desired percent volume required.
percent from table.

Step 2:

Calculate required equalization volume: EV = percent x average daily flow (EV = .55 x 30,000

= 16,500 gallons)
Step 3
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NOTE 3REMOVABLE COVER

NOTE 9

NOTES:
1. DISTANCE BElWEEN WET WELL & VAULT

TO BE DETERMINED INFIElD.
2. CONTROL PANEL MOUNTED OUTSIDE OF

WET WELL. (NEMA 3 R1FNOT IN BUILDING)
3. PROVIDE PROVISION FOR BYPASS PUMP CONNECTION.
4. PROVIDE GASKETED WATERTIGHT

FLEXIBLE CONNECTION.
5. ALARM-LIGHT AND/OR AUDIO AND/OR

TELEMETERED CASE BY CASE.
6. PROVIDE HOIST TO REMOVE PUMP.
7. MAINTAIN -PUMP OFP SWITCH ABOVE MOTOR

UNLESS EXPLOSION PROOF MOTORS ARE INSTALlED.
8. DO NOT SET -ALARM ON- SWITCH ABOVE

-SECOND PUMP ON- SWITCH.
9. PROVIDE AIR SEAL W.lTH CHECK VALVE OR OTHER

AUTOMATIC CLOSING VALVE WITHOUT USING A
MANUAL VALVE OR A LIQUID SEAL.
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24 HOUR
DESIGN
FLOW

(gpd)

MINIMUM SIZE
OF TRASH TRAP

(gallons) (cubic feet)

24 HOUR
DESIGN
FLOW

(gpd)

MINIMUM SIZE
OF TRASH TRAP

(gallons) (cubic feet)

1,000
2,000
3,000
4,000
5,000
6,000
7,000
8,000
9,000

10,000

150
300
450
600
750
900

1,050
1,200
1,350
1,500

10,000
20,000
30,000
40,000
50,000
60,000
70,000
80,000
90,000

100,000

20
40
60
80

100
120
140
160
180
200

1,500
2,400
2,900
3,200
3,430
3,600
3,740
3,840
3,920
4,000

200
321
388
428
459
481
500
513
524
535
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20 30 40 50 60 70 80 90

AVERAGE DESIGN FLOW (gpd) x 1000

100

WITHOUT FLOW EQUALIZATION
MAXIMUM MINIMUM
LOADING SURFACE

RATE AREA
(gpd/sq. ft.) (sq. ft.)

WITH FLOW E
MAXIMUM
LOADING

RATE
(gpd/sq. ft.)

AVERAGE
24 HOUR
DESIGN

FLOW
(gpd)

100
126
152
178
204
230
256
281
307
333

10,000
20,000
30,000
40,000
50,000
60,000
70,000
80,000
90,000

100,000

200
300
360
400
429
450
467
480
491
500

50
67
83

100
117
133
150
167
183
200

100
159
198
225
245
261
274
284
293
300
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30

20

10
10 20 30 40 50 60 70 80 90

24 HOUR DESIGN FLOW (gpd) X 1000

100

10 -40

24 HOUR DESIGN FLOW (gpd) X 1000

FOR EXTENDED AERATION TREATMENT PLANTS

20

30

5060

80 90

WITH FIXED MEDIA CLARIFIER
MINIMUM

LOADING SURFACE
RATE AREA

(gpd/sq. ft.) (sq. ft.)

WITHOUT FIXED MEDIA CLARIFIER
MINIMUM

LOADING SURFACE
RATE AREA

(gpd/sq. ft.) (sq. ft.)

i 24 HOUR
! DESIGN

I ~~~~
I... .(~~)-
I 10,000

20,000
30,000
40,000
50,000
60,000
70,000
80,000
90,000

100,000

25
25
25
25
25
26
27
28
29
30

400
800

1,200
1,600
2,000
2,308
2,593
2,857
3,103
3,333

12
12
12
12
12
13
14
15
16
17

833
1,667
2,500
3,333
4,167
4,615
5,000
5,333
5,625
5,882
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APPENDIX

I II
;..CONCRETE

~

I
I

-II
1(.* III -

I 

A

~
A
L

WATERPROOF

DISTRIBUTION LINES SHALL
BE ADEQUATELY SUPPORTED

DOWN TURNED ELBOW SUSPENDED 1-
ABOVE SPLASH SLAB OR SERRATED
EDGE OF DOWN TURN ELBOW

I

IMPERVIOUS
3- -1/8- TO 1/4- GRAVEL
3- -1/4- TO 3/4w GRAVEL
3- (MIN) 3/4- TO 1 1/2- GRAVEL

SECTION A-A

-38-

~OUTLET * 3' DIMENSION MAY BE REDUCED

FOR SMALL PLANTS

St'6PE
1" TO l'

LINER



LENGTH.
.REFER TO RATIOS, PAGE 25

SECTION A -A
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~
:r:
I-
0

~

-.

LENGTH*
* REFER TO RATIOS, PAGE 25
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WIDTH

OR BOX

~
z
W
..J

INS.-'

I 

VENT



SECTION B -B

NOTE:

INFLUENT CHAMBER
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PLAN

DISTRIBUTION BOX SECTIONTRENCH SECTION
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1 CllffAIN ~ ,URTAIN DRAIN
SEWE I

4-PIP
6'~ INSPECTION ...r

PORT --"P'"4" FIELD TILE
FALL 3- IN SO'

)

./-

31

~

10'MIN.

~
INFLUE~. -nl
LlNE(S)\~b!J

~ -

"

J
INSPECTION 0..1
PORT r~

~

;>

' 104 100 MAXIMUM ~ D-.
CURTAIN DRAIN TO STORM SEWER

PLAN FIELD TILE OR
DRAINAGE DITCH

NOTE:
IN HILLY AREAS, FIELD TILES SHOULD FOLLOW CONTOURS. USE DROP BOXES OR
OTHER SUITABLE ARRANGEMENTS TO PROPERLY FLOOD EACH LINE IN SEQUENCE.
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DISTRIBUTION BOX
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s~ ~RTAIN D:: ! 8' TYPICAL \
4wPIP

4- FIELD TILE
FALL 3- IN 50'

}

;..

:;.-

;:..~

INSPECTION _1 ~
PORT ~~;.-

~

-~ 100' MAXlMUM~ ;~ ST.Q;-.;EWER
TIGHT JOINTS CURTAIN DRAIN

PLAN FIELD TILE OR
DRAINAGE DITCH

NOTE: TILES SHOULD FOLLOW CONTOURS

7--~~ LAYER OF STRAW
OR GEOTEXTILE

6" MAX COVER
.A-- 2" MIN. GRAVELT'-4" 

FIELD TILE
10" MIN. GRAVEL

RANDOM
BACKFILL + +

+ +
+ + +

I.. ..+ IW
REMOVABLE COVER..L-

68 MiNIMUM

~ " 4" PERFORATED PIPE
8" (CURTAIN DRAIN)

OUTLETS
BACKFILL

TRENCH SECTION 38

-~ t

DISTRIBUT10N BOX SECTION
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COVER

-46-



., 

~I.. ..
.I

.'" ~

ATTACHMENT C
SUPPLEMENTAL ENVIRONMENTAL PROJECT

SERVICE AREA
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